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Inline in copy to be routed out of aluminum face and backed with shelved push thru 1” clear acrylic (net push through of 3/4”). Acrylic edges to be frosted.
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llluminate letters with Sloan Prism 6500k white LEDs, double standard quantity for maximum brightness.
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PROJECT MANAGER Carla M.
WD | 01/23/19
ARTIST | DATE

31984.3

DRAWING NAME Y,




CDA DLIDDDC\/CLADAMOCAIT DL ARNL. DDA
1 J

>r
m
ND

+50"

A

30I_0II

1 OI_OII

_ /Y

JSNVT U W VL UT IVITN T T /NN,

L=
7

PANERA BREAD

NORTH ELEVATION: 1/8"=1-0"

Total sign area: 39.872 SQ.FT.

+13-10"

ARTWORK EXCLUSIVE PROPERTY OF

—————

MANDEVILLE SIGN

eing your mark.

676 GEORGE WASHINGTON HIGHWAY
LINCOLN, Rl 02865-4255

401-334-9100 401-334-7799
PHONE EAX

www.mandevillesign.com
WEB

20-2 1/4"

APPROVALS

Signatures Required Before Release to Production

Engineering

19'-5 3/8"

\ 4

T 7

A

1 811

END VIEW

CHANNEL LETTERS: 3/8" = 1-0"

® ®

/\ =

29.17 SQ.FT.

READ

SIGN DETAILS ON: 31984.1

BY DATE
Sales
BY DATE
Estimating
BY DATE
Production
BY DATE
Quality Control
BY DATE
PDF NAME
REVISIONS
Ng  BY] DESCRIPTION DATE
1] JM added windows and awning | 02/12/19
2| JM updated sign NTE 200" inlength | 02/12/19
3
4
5
6
7
8
9
10

Al electrical signs shall comply with the National

Electric Code (Article 600) and be manufactured

according to Underwriters Laboratories U.L. 48
standards and labeled accordingly.

31984-1

PANE R A

BREAD

CUSTOMER
2461
STORE NUMBER
DILLON, CO
LOCATION
PROJECT MANAGER Carla M.
WD | 01/23/19
ARTIST | DATE

31984.4

DRAWING NAME Y,




CDA DLID DOC\/CLADAMEOAIT DL AN DA O N\ 2N
1 J

L=
7

SNV U L VIELLVUT TVIETNYN T T LL/\N. —_ av UVl LAV ARTWORKEXCLUSWEPROPERTVOF
SINCE‘r— j 1917
EQUAL bl EQUAL »le EQUAL sl EQUAL N [-
A, oL A, MANDEVILLE SIGN
ALUMINUM FRAMED STOREFRONT AWNINGS: NI NTH 676 GEORGE WASHINGTON HIGHWAY
LINCOLN, RI 02865-4255
+1"x 2" X 125 WALL ALUMINUM EXTRUSION WELDED FRAMES 4 | : ; | o 3@1-334-9100 FAX401-334-7799
* FRAMES POWDER COATED BENJ. MOORE “cheating heart” i et I J[ ———————————————————— B - wwwmandevillesign.com
+ TRUSS SPACING N.T.E. 36" APART O.C. yes : :
+ SUNBRELLA #85003 “Unity Leaf” FABRIC COVERS
« OPEN SOFFIT, OPEN EN[))/S ~ PROVIDE FIRE RETARDANT SOLID Z CLIPS WITH s,-gnamsR’?qﬁziﬁ\éﬁiﬁpmwu@
« PVC TRIM STAPLE COVERS = 112" SOLID ALUM WOOD BLOCKING ATJALL AWNINGS FASTENERS Engineering
- MOUNTED USING Z-CLIPS & APPROPRIATE ANCHORS 2 WELDEDROD WHEN MOUNTED onE.|F.S. FASCIA S =
+ G.C. TO PROVIDE BLOCKING IF NEEDED =
[n'e BY DATE
Lﬁ’ Estimating
FLAME COATED FABRIC COVERS = BY DATE
o Production
BY DATE
INTERIOL? TRUSSES Quality Control
N.T.E. 36" APART O.C. By oATE
9-0"A.FF. PDF NAME
SILICONE CAULK @ TOP OF AWNINGS
/ @ AWNING FRAME DETAILS - TYPICAL: 1/2" =1-0" REVISIONS
bl NG BY| DESCRIPTION DATE
165" fJ 4 LENGTHS VARY, SEE BLDG. ELEVATION DWGS. (15-0” FRAME SHOWN) 1
AFE & § T MP3H EXTRUSION :
- 4
iy APPROPRIATE ANCHORS 5
6
o 7|
i M14
o 8
3 INTERIOR TRUSS 9
+ MILIKEN M13H io 1q
g N?T TO EXCEED - Al electrical signs shall comply with the National
S 36" APART O.C. Electi .
) ectric Code (Article 600) and be manufactured
9 1/2” SOLID ALUM. according to Underwriters Laboratories U.L. 48
@ & WELDED ROD standards and labeled accordingly.
Al MILIKEN M14 .090 3
A ; WALL TUBE 31984-1
: C
MILIKEN MP3H
END FRAME PANE
- '\ READ
= EIFS CUSTOMER
= FASCIA
=] 2461
” STORE NUMBER
[9p]
% MILIKEN
= MP3HS
< DILLON, CO
v 9-UAFF TYPICAL SUNBRELLA #85003 UNITY LEAF
LOCATION
36" PROJECT MANAGER Carla M
> WD | 01/23/19
ARTIST DATE
AWNING FRAME SECTION: 1"=1"-0" 319845
DRAWING NAME ' Y,




r- 5

S/F DIRECTIONAL
- WITH ARROW

" CLEARANCEBAR

PREVIEW BOARD

CANOPY

MENU BOARD

(

D/F DIRECTIONAL
WITH ARROW

3\

\
PANE R A

BREAD

D/F THANK YOU
DO NOT ENTER

ARTWORK EXCLUSIVE PROPERTY OF

———

MANDEVILLE SIGN

676 GEORGE WASHINGTON HIGHWAY
LINCOLN, Rl 02865-4255

401-334-9100 401-334-7799
PHONE FAX
www.mandevillesign.com
WEB

APPROVALS

Signatures Required Before Release to Production

Engineering

BY DATE
Sales
BY DATE
Estimating
BY DATE
Production
BY DATE
Quality Control
BY DATE
PDF NAME
REVISIONS
Ng  BY] DESCRIPTION DATE
1| JNI added directional sign | 01/29/1
2
3
4
5
6
7
8
9
1(

Al electrical signs shall comply with the National

Electric Code (Article 600) and be manufactured

according to Underwriters Laboratories U.L. 48
standards and labeled accordingly.

31984-1

PANE R A

BREAD

CUSTOMER

2461

STORE NUMBER

DILLON, CO

LOCATION
prosecTmavicer. CaTa M.
WD | 01/23/14
ARTIST | DATE

31984.6

DRAWING NAME Y,




FDOA DLID DC\/C L ADAMMECALIT DL ARNIL

333/8

A

| == JSNVT U W VL UT IVITN T T /NN,

7

27"

ar

Y
Do Not T@‘ . ?@' Thank
nera e Nera
Enter BREAD" BREA! You
S
= 2"
Area = 3.0 sq.ft each (MAX) QUANTITY =(2) SIDE 2
= Ik~ Il DJF SPLIT-FACE DIRECTIONAL SIGN w/ LOGO END VIEW
é 3/ n = 1|- 0“

DIRECT BURIAL IN
FREE-FORMED
CONCRETE FOOTING

DIRECTIONAL SIGNS
3/ n = 1!_0"

333/8" o

Y

Drive & . &
Thru @A . Panera

SIDE 1 Area = 3.5 sq.ft each QUANTITY = (1)

NON ILLUMINATED DIRECTIONAL SIGNS:

+ 2" DEEP ALUM. PANEL CONSTRUCTION PAINTED BLACK
+.090 ALUMINUM FACES
+ PMS 5753C OPAQUE GREEN FIELD/BACKGROUND

* DIGITALLY PRINTED GRAPHICS ON REFLECTIVE PSV (VINYL)
+ COLORS AS SHOWN: BLACK, WHITE & PMS 1355U PEACH IF REQUIRED.

* BACKS OF SINGLE FACED SIGNS PAINTED BLACK
* BLACK 2" x 2" x 1/4" WALL ALUM. SQ. TUBE POSTS
+ DIRECT BURIAL IN FREE-FORMED CONCRETE FOOTING

SIDE 2

D/F SPLIT-FACE DIRECTIONAL SIGN w/ LOGO

=

Pranera

BRE A D

QUANTITY = (1)

S/F SPLIT-FACE DIRECTIONAL SIGN w/ LOGO

ARTWORK EXCLUSIVE PROPERTY OF

MANDEVILLE SIGN

1917

676 GEORGE WASHINGTON HIGHWAY
LINCOLN, Rl 02865-4255

401-334-9100 401-334-7799
PHONE EAX

www.mandevillesign.com
WEB

APPROVALS

Signatures Required Before Release to Production

Engineering

BY DATE

Sales

BY DATE
Estimating

BY DATE
Production

BY DATE

Quality Control

=

BY DATE
PDF NAME
REVISIONS
Nd  BY] DESCRIPTION DATE
1] JM added directional sign | 01/29/1
2
3
4
5
6
7|
8|
9
1(

Al electrical signs shall comply with the National

Electric Code (Article 600) and be manufactured

according to Underwriters Laboratories U.L. 48
standards and labeled accordingly.

31984-1

PANE R A

BREAD

CUSTOMER

2461

STORE NUMBER

DILLON, CO

LOCATION

Carla M.

PROJECT MANAGER

WD

ARTIST

01/23/19

DATE

31984.7

DRAWING NAME




LI NC\/CL AADAMOCAIT DL ARNL. DA 00O N[ 2N
1 J

jy

U LV IILLLUT IVILTN T T L7\, — U Ul JJ ARTWORKEXCLUSI\/EPROPERTVOF

SINCEr— j 1917

A"

48

| 561/2" » \ — /
»| \ —
MANDEVILLE SIGN
maling your mark.
_ . 676 GEORGE WASHINGTON HIGHWAY
A 4 LINCOLN, RI 02865-4255
401-334-9100 401-334-7799
PHONE FAX
3.3 i WEB www.mandevillesign.com
©
21%" g APPROVALS
Signatures Required Before Release to Production
Engineering
- BY DATE
f? Sales
TYPE FONT: TRIPLEX CONDENSED REGULAR, 20% LETTER SPACING A 4 w0 BY DATE
4 Estimating
CLEARANCE BAR SIGN
19" = 10" BY DATE
1/4" ROUND BRAKE FORMED .125 ALUMINUM PANEL . Production
CORNERS TEK SCREWED TO TOP OF STEEL PIPE N
TOALLOW BAR BEAD BY . DATE
TO SWING Quality Control
UPON IMPACT = Vv BY DATE
o~
o
= PDF NAME
v
' . REVISIONS
NG BY] DESCRIPTION DATE
59%"
> 1
SIGN AND
HORIZONTAL PIPE 2
4 SCH. 40 STEEL PIPE 2" SCHEDULE 40 STEEL PAINTED TO MATCH PREVIEW BOARD ELEVATION .
PAINTED TO MATCH PIPE WITH CAPPED END BM#2134-20 ) 1/2" = 1 l_O" 21.97 sq ft
BM#2134-20 MIDSUMMER S“ﬂ?fﬁ”;mféa"gm 4
NIGHT (SATIN FINISH) STATIC MENU COPY 5
[§)
& 5] e 88 3/8” o 7
> Z ALUMINUM ESCUTCHEON COVER D i 8
o« PAINTED TO MATCH PIPE
3 9
;2 10" x 10" x 3/4" THICK A - A '
STEE'E.)E@SFEAF;LSA-TFEI% ’ ! Si 'E l m - All electrical signs shall comply with the National
WELD TO STEEL PIPE. & SANDWICHES = 7 _' ; 1 e SHES, Electric Code (Article 600) and be manufactured
GROUT BASE SRR = v i e . . .
according to Underwriters Laboratories U.L. 48
standards and labeled accordingly.
18" DIA. X 4'- 0" DEEP
CONCRETE FOOTING
w/ (4) 1/2" x 36" x 4" THREAD
& HOOK J-BOLTS. ) 31984-1
y 7" C.TO C. BOLT PATTERN ;4" S :
3 T3 T \ it -
L = ham
] [Ye)

BREAD

! - PANERA KIBS.
M DRIVE-THRU HEIGHT CLEARANCE BAR —
2 112" = 10" B
i 4 CUSTOMER
<
2461
o STORE NUMBER

DILLON, CO

< 94%,"

MENU BOARD ELEVATION 3498 sai

1/2" - 1'-0" PROJECT MANAGER Carla M

STATIC MENU COPY N

31984.8

DRAWING NAME Y,




LI NC\/CCL AADAMOCAIT DL ARNL.. DA O N[ 2N
1 J

j )

UV L VLT IVILITN T T L/\ON. —_ aJv UVl LAY ARTWORK EXCLUSIVE PROPERTY OF
SINCEr— 1 1917
\— )
676 GEORGE WASHINGTON HIGHWAY
LINCOLN, Rl 02865-4255
401-334-9100 401-334-7799
PHONE FAX
www.mandevillesign.com
WEB
PAINTED TO MATCH APPROVALS
m\AG#:'IT:g'-\%(I)NMF"I:l)\lSIgIﬂA MER TOP OF CANOPY 31/2"X31/2" X 25" STEEL SQUARE TUBE Signatures Required Before Release to Production
6" X 6" X 3/8” STEEL PLATE '+~ PAINTED TO MATCH Engineering
31/2"X31/2" X 1/4" STEEL BM#2134-20 MIDSUMMER . CANOPY “SKIN” NOT SHOWN FOR CLARITY By DATE
SQUARE TUBES NIGHT SATIN FINISH
! d 625" x 4" x 36" STEEL PLATES sales
DeoTxaTX BY DATE
%" GRADE 8 BOLTS "X 4" " Estimatin
DRILLED AND TAPPED 2" X 4" X .375" STRUCTURAL ALUM. CHANNEL g
INTO 6” x 6" TUBE Y BY DATE
625" x 4" x 36" 8 | 2" x 2" X 1/4” ALUMINUM TUBE FRAME Production
STEEL PLATES BY DATE
[ | [ | ;
= Quality Control
105 DEGREES 7-8" 6" STEEL SQ. TUBE BY DATE
%" BOLTS
6" STEEL SQUARE TUBE PDF NAME
PAINTED TO MATCH
BM#2134-20 MIDSUMMER REVISIONS
NIGHT
Nd B DESCRIPTION DATE
1
¥ SPEAKER AND MICROPHONE L e o 2
e ENCLOSURE PAINTED PMS 5757U GREEN AND SPEAKER BY ‘ 3
SATIN FINISH
w SIGN MANUFACTURER 4|
|2
52 MICROPHONE 5
. | <T
R i} A [§)
ALUMINUM ESCUTCHEON COVER | w10 3 ALUMINUM BOX
PAINTED TO MATCH TUBE CUSTOMER ! A A 7
I 'l‘ Q D 8
I
! 24" MIN, 9
12" X 12" X 3/4" THICK STEEL : M|CROP(}:.1:§N(E 325 1d
BASE PLATE W/ CONT. PASS-THRU I
WELD TO STEEL SQ. TUBE i & SPEAKER BREAD Al electrical signs shall comply with the National
‘ 51" TO CENTER OF 51" TO CENTER ' '
| MICROPHONE OF MICROPHONE v EIectnchode (Article §00) and be melmufactured
| according to Underwriters Laboratories U.L. 48
20" DIA. X 5-0" DEEP ! SPEAKER v -
CONCRETE FOOTING ! standards and labeled accordingly.
WITH (4) 3/4" X 36" X 4" THREAD : ALUMINUM BOX
& HOOK J-BOLTS BOLT (ASTM-36) !
PATTERN 9" ON CENTER l 31984-1
| 4 EXPOSED
} %'PVC TUBING FOR DRIVE-THRU
. | DETECTOR LOOP DRIVE-THRU
gébﬁ&ﬁggggﬁ?lﬂ\ ‘ — J SUPPLIED BY HMI CANOPY ELEVATION
(NO POWER REQUIRED) — e e e e e e : ,; SEE PAGE 4 FOR INSTALLATION 3/4" = 10"
: . PANE
7o)
o R E=E A D
: S reran CUSTOMER
26 2" FROM EDGE OF
DIT CANOPY ELEVATION CURE To CENIER srore s 2401
1/2|| - 1!_0!! OF BOLT PATTERN
DILLON, CO
LOCATION
PROJECT MANAGER Carla M.
WD | 01/23/19
ARTIST | DATE
DRAWING NAME Y,




2" CUSTOM ALUM. /

MOUNTING CLIPS
WITH SHIMS

*——WINDOW

SIDE 1 FACES WINDOW/EXTERIOR: ILLUMINATED
29’ Ve || 24| | 47

< >
< gl

WINDOW SIGN: 1%" = 1-0" 5.84 SQ.FT.

(1) 29" X 29" X 2 7/8" DEEP D/F INTERIOR ILLUMINATED HANGING WINDOW SIGN.

- FACE IS ILLUMINATED AND BACK IS REMOVABLE AND OPAQUE.

- 60 WATT SELF CONTAINED POWER SUPPLY.

- SWITCH AND 6'-7" 3 PRONG POWER CORD OUT TOP.

- SUPPLY (2) 6' LENGTHS OF 1/4-20 BLACK OXIDE THREADED ROD AND (2) ALUMINUM PAINTED ANGLE CLIPS FOR INSTALLATION.
FACE SPECS:

- Custom 1” Wide Aluminum Angle Trim to Retain Faces

- Trim Secured to Flange in Face Side of Frame with (12) 8-32 x 1" Long Flat Head Brass Sheet Metal Screws.

-.177" #7328 White Optix DL Medium Impact Acrylic Face with 1st Surface Digital Print and Matte Clear Overlaminate.
BACK SPECS:

-1/8" Thick Aluminum Back.

- Secure to the Frame with 8-32 x 1/2" Long Flat Head Brass Sheet Metal Screws.

- Paint Back Side of Aluminum Back ZAP White.

- Paint Face and Edge of MP02545 Cream, RAL 9001, Satin Finish per Formula.

- 1st Surface Digitally Printed Vinyl Graphics with Satin Overlaminate, All Cut with Background Removed.
FRAME SPECS:

-21/4" x11/4", Finished OD, x 1/8" Brakeformed Aluminum Channel Frame.

- End Fillers to receive a "Scribe" on the Fillers and Wrapping the Flanges 4" in from Each End.

- Install Toggle Switch to Right of Cord Grip 1 1/2"+-.

- PL- PODS White LEDS on the Inside of the End and Bottom Fillers Only on 3"+- Centers.

- (1) 60 Watt Class 2 Power Supply mounted to Aluminum Plate w/ (2) 6-32 x 1/2" Welded Studs. Plate is Spot Welded into the Top Channel.

-120VAC/ .1 Amp.

- Continuous Brake Formed .040 White Aluminum Raceway Cover secured to the Back Flange with Flat Head Screws.

- Paint the Outside MP29527 Midsummer Night per Formula, Satin Finish.

ATT #7328 WHITE ALUMINUM BACKPANEL
- A?DRIELI!I?AII_:AP%IIENT PAINTED TO MATCH I
N W
PGS  MATTE RALSO0! WITH FIRST YES! WE ARE
CLEAR OVERLAY
GRAPHICS

100% CLEAN.

ne artificial preservatives,
sweeteners or flavors ¢ n# colors
from artificial sources

2" ALUM. ANGLE
MOUNTING CLIPS

11/21111/211
| =5 -
R i\"fii/jﬁPL-PODSWHITEL.E.D.’s/('2‘5/)_/ __________ Rfr\“ v
[ i
=0 i
- |[O- I P
™| > | [
— | -
R 1] | i
= |0 | Lo
>\ | P
v Ak 4| SCORELINES
Tt T ' | INFILLERS (typ.)
ol s |
& nf i
o I
]| i
uf 14 .
- S W W B - S e o e e EN

1%’ (typ.) 1%’ (typ.)

ARTWORK EXCLUSIVE PROPERTY OF

1917

MANDEVILLE SIGN

676 GEORGE WASHINGTON HIGHWAY
LINCOLN, Rl 02865-4255

401-334-9100 401-334-7799
PHONE EAX

www.mandevillesign.com
WEB

APPROVALS

Signatures Required Before Release to Production

Engineering

BY DATE
Sales

BY DATE
Estimating

BY DATE
Production
BY DATE
Quality Control

BY DATE
PDF NAME
REVISIONS

Nd  BY] DESCRIPTION DATE
1

2

3

4

5

6

7|

8|

9

1d

Al electrical signs shall comply with the National

Electric Code (Article 600) and be manufactured

according to Underwriters Laboratories U.L. 48
standards and labeled accordingly.

31984-1

PANE R A

BREAD

CUSTOMER

STORE NUMBER 2 46 1
DILLON, CO
LOCATION
PROJECT MANAGER Carla M.
WD | 01/23/19
ARTIST | DATE
31984.10

DRAWING NAME Y,



































































































































































































































































Architectural Review Summary

Chris Holzwart, Roth Sheppard Architects
January 8, 2019
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